(Reaffirmed 2003)

IS I 32 - 1971

Indian Standard
CODE FOR SEAWORTHY PACKAGING OF WOOLLEN AND WORSTED YARN AND CLOTH

( Second Revision)
Wool and Wool Products Sectional Committee, TDC 4
Chairman SHRI UPENDRA M. PATEL Members SIN R. A. BHOTE Rcpresanting
Shri Dine& Mills Ltd, Baroda

Srmx J. S. B~NDRA Srmr Cl. CON~TANTINIDES SHRI DHARAMDEV SHRI D. N. DIXIT ( Alternate) SHRI H. R. GADI

Directorate of Marketing & Inspection, Nagpur The British India Corporation Ltd, Kanpur The Oriental Carpet Manufacturers ( India) Ltd, Amritsar Office of the Textile Commissioner, Bombay Directorate of Industries, Government Pradesh The Raymond Woollen Mills Ltd, Thana

Pvt

of Uttar

SHRI B. K. KED~A SHR~K. V. IYER ( Alternate ) Directorate of Industries, Government of Punjab SHRI S. P. KUMARXA Directorate of Industries, Government of Haryana Smu K. MANIVANNAN SHRI N. GOSWAMI( Alternate ) Ministry of Defence ( R & D ) DR C. N. K. MURTHY SHRI G. N. CHATTERJEE ( Altcrnats ) Government of Rajasthan DR SHRIMATI S. NARAYAN Inspection Wing, Directorate General of Supplies & SHFtII. L. PATRL Disposals, New Delhi SHRI A'. K. PRAMANICK ( Alternate ) Ministry of Defence ( DGI ) SHRXJ. M. PATRL SHRX S. P. KAPUR (Alternate) Textiles Committee, Bombay SHRI G. RANOANATH Snxx A. S. RAHARAO ( Altsrnah) Wool & Woollens Export Promotion Council, SECRETARY Bombay A~~S~TANT SECRETARY( Al&rnate ) Indian Woollen Mills' Federation, Bombay; and SHRI A. D. SULE Wool Research Association, Bombay SHRX G. R. KULKARNI ( Alternate ) Wool Research Association, Bombay

( Continuedon pago 2 )

INDIAN
MANAK

STANDARDS
BHAVAN, 9 BAHADUR NEW DELHI

INSTITUTION
SHAH 1 ZAFAR MARG

15:32-1971
( Continurdfiom page 1)
M#nlbas SHIU H. K. WATTAL Smu S. M. CHAKRABORTY, Director ( Tex ) Rspmsnting The Kailas Carpet Co, Agra Director General, IS1 ( E.+&cio SIncta~ Ssias 0. P. KHULLAR Assistant Director ( Tex ), ISI Msmbsr

)

Wool Products Subcommittee,
M&as SIUU A. B. BANERJI SHIU C. CONSTANTINIDES Ssiar S. P. KUMARIA Sxiar PURSHO~TAY LAL MEHAN SHRI J. M. PATEL Snax B. L. AGARWAL ( Alternate)

TDC 4 : 2

The Raymond Woollen Mills Ltd, Thana The Oriental Carpet Manufacturers ( India) Pvt Ltd, Amritsar Directorate of Industries, Government of Punjab The Bombay Fine Worsted Manufacturers, Bombay Ministry of Defence ( DGI ) Inspection Wing, Directorate Disposals, New Delhi
The

SEIRI A. K.

F'RAMAMCK

General

of Supplk

&

SHRI A. T. BASAK ( Alternate ) SHRI T. N. RAMAMURTHY

Ssrsu JOHNJ. REKHY Smu J. S. BINDRA ( Altarnate) &RI D. N. &NGH Smu S. N. GHOSH ( Alkrnate ) SHSUA. D. SULE

Indian Council of Agricultural British India Corporation & Industries

Research, New Delhi Ltd, Kanpur Ltd, Rishra and

Jaya Shree Textiles

&us R. K. TANDON SHRI M. K. JEJUREKAR ( Altcmnutc) SHRI H. K. WAlTAL The Kailas Carpet Co, Agra

Indian Woollen Mills' Federation, Bombay; Wool Research Association, Bombay Shri Dinesh Mills Ltd, Baroda

2

Is:3211971

Indian Standard
CODE FOR SEAWORTHY PACKAGING OF WOOLLEN AND WORSTED YARN AND CLOTH

( Second Revision )
0. FOREWORD

0.1 This Indian Standard ( Second Revision ) was adopted by the Indian Standards Institution on 30 July 1971, after the draft finalized by the Wool and Wool Products Sectional Committee had been approved by the Textile Division Council. 0.2 This standard which was first published in 1950 was revised in 1963 to prescribe the values for dimensions and quantities in metric system. The present revision has been taken up to bring the standard up to date with the co-operation of the Textiles Committee and the Indian Institute of Packaging. 0.3 In the present revision the use of wax paper and cloth heavy tee have been dispensed with. Instead, hessian of light construction viz of 229 and 380 g/m2 have been recommended. Hessian laminated with polyethylene film or high density polyethylene woven fabric may also be used in place of two layers of hessian and polyethylene film. In this standard, provision has also been made for using wooden or bamboo slats which have been given anti-termite treatment. The maximum gross weight of the bale or case has also been recommended to ensure safe transit.

1. SCOPE 1.1 This standard prescribes the procedure of packaging of woollen and worsted yarn and cloth to be exported overseas for their safe transit. The requirements of packing materials have also been specified. 2. PACKING MATERIALS

2.1 The requirements of the packing materials specified in the standard are given in Table 1. 3
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1971
1 REQUIREMENTS
(Clause

TABLE

OF PACKING
2.1 )

MATERIALS

SL No. (1) i) ii) iii) iv)

MATERIAL (2) Waterproof paper

REQUIREMENT

(3) Conforming to Type 1 of IS : 1398-1968* using craft paper of substance 60 g/m* and above Conforming to IS

Folding box board Polyethylene film Hessian ( 229 g/m* ) Hessian ( 380 g/m* ) High density polyethylene woven fabric

: 1776-19617
to II)-

Thickness - 75 microns, Min and conforming Grade 123 of IS : 2508-19632 Cqngf;;rgming to Type II of IS Constructional particulars the buyer and the seller

: 2818 (Part

v) vi)

as agreed

to between

Conforming to Table 1 of IS : 6340 - 1971 II the fabric shall be laminated with polyethylene of thickness not less than 25 microns

vii) viii)

Cardboard

pieces

Thickness

-

2 mm, Min 2 cm, Min; treatment

Wooden or bamboo slats

Width - 4 cm, Min and thickness the slats shall be given anti-termite ( see IS : 401~196fl) Conforming 1967+' to class A, Style

ix)

Wooden case Steel strips ( for bale packing )

3 (b) of IS

: 1503-

x)

Width - 20 mm, Min and thickness 0.9 mm Min; the strips shall conform to medium grade of IS : 1029-1956V and shall be given one coat of priming red oxide or red lead paint Width - 20 mm, Min, thickness -0.7 the strips shall conform to hard IS : 1029-1956tt mm Min; grade of

xi)

Steel strips ( for case packing )

*Specification for packing paper, waterproof, bitumen-laminated (first revision). tSpecification for folding box board, uncoated. SSpecification for low density polyethylene films. &Specification for Indian hessian: Part II 305 and 229 g/m* at 16 percent contract regain ( jfst rekion ) . [ISpecification for high density polyethylene woven sacks. l/Code of practice for preservation of timber ( second revision). **Specification for wooden packing cases (jrst revision). fiSpecification for hot rolled steel strips ( baling ) .
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Is:3201971 3. PACKING 3.1 Yarn PROCEDURE

( Hanks ) in Bales

3.1.1 Make-up

each. PDCB attack fiIm or tied at

of Hanks --Hanks shall be made into bundles of 5 kg The bundles shall be sprinkled with sufficient quantity of DDT, or any other suitable insecticides to ensure protection against by insects. Each bundle shall then be wrapped in polyethylene The bundles shall be put in a bag made of such polyethylene film. 3 places with jute or cotton twine. of Bale -The bale shall satisfy the following

3.1.2 Make-up requirements:

4

The sequence of layers is hessian ( 229 g/ms ), polyethylene film and hessian ( 380 g/m2 ) in such a way that when the bale is finally made up, the hessian ( 380 g/ma )' forms the outermost layer. A layer of hessian ( 229 g/ma ) laminated with polyethylene film or high density polyethylene woven fabric may be used The packing materials are as an alternate to the first two layers. in sound and dry condition. The overlaps of the outermost layer of hessian are such that they can be properly and securely stitched. The overlaps of the other layers are at least 10 cm. The lips of end pieces of hessian forming the outermost layer are stitched with 2 strands of jute twine of adequate strength with at least 2 stitches/dm. is bound by cross hooping the steel strips over pieces at right angles to both the length and width The strips nearest to the edges are appearing 13 cm of bale. away from the respective ed,g:es and other strips are equally positioned at approximately 13 cm from each other in the lengthwise direction and 25 cm from each other in the widthwise direction. The hoops are in a tight condition when the bale is released from the press.
NOTE - Wooden or bamboo slats of adequate length and strength may be used under the hoops at each of the 8 edges of the bale in place of cardboard pieces.

b)

The bale c> cardboard

4 e)
3.2 Yarn

The gross weight of the bale does not normally exceed 100 kg when the bale is packed. Each bale is provided with a pocket for keeping the packing slip.
(Hanks, Cheeses or Balls) in Cases

3.2.1 Make-up of Pieces - The hanks, cheeses or balls shall be sprinkled with sufficient quantity of DDT, PDCB or any other suitable insecticides to ensure protection against attack by insects. A sufficient number of hanks, cheeses or balls shall be placed in a bag made of polyethylene film. 5

3.22
mmb:

M&84lp of ck.ws-

The casa shall satidy the following rcqu&

8) The sequence of layers is waterproof

paper and folding box board in such a way that when the wooden case is fidly packed, the waterproof paper forms the outermost layer. The wra ping materials are in sound, clean and dry condition and are OFsuch size that the overlaps ofall layers are at least IO cm. waterproof

b) The 4

outermost layer is sealed with a suitable adhesive and the lid firmly nailed to the case.

The case is bound with steel strips in such a way that at least 3 strips are positioned paralkl to the battens and at least 2 strips are positioned at right angles to the battens, the strips being in a tight condition.

4 The gross weight of the case does not normally exceed 120 kg.
3.3.1 Make-up of Piues - Each piece of cloth shall be sprinkled with sufficient quantity of DDT, PDCB, or any other suitable insecticides so as to ensure protection against attack by insects in case cloth has not already been given mothproof treatment during manufacture. Each piece shall be folded or wrapped on cardboard or strawboard of suitable size and thickness which has previously been covered with krafI paper. Each im shall then be wrapped with krafI paper and then with polyethylene EIm. The edges of the polyethylene film shall be sealed.
Norm-In case of coarse fabric, k&t dispesd v&b, iffeit necarry. paper for wrapping the piecea IMY be

33.2 Make-t@ of Bale -The in 3.13. 3.4 cl& tr c8sea

bale shall satisfy the requirements

given

3.4.1 Make-up of Pieces - The pieces shall be made up as given in 33.1. 3.42 The cases shall satisfy the following requirements:

4 The sequence of layers is polyethyelene

film and waterproof paper in such a way that when the wooden case is fully packed, the polyethylene film forms the outermost layer. The wra ping materials are in sound, clean and dry condition and are oF such size that the overlaps of all layers are at least IO cm. adhesive

.

W The

outermost layer is scaled with a suitable waterproof and the lid firmly nailed to the case. 6

IS I 32- I971 c) The case is bound
with steel strips in such a way that at least 3 strips are positioned parallel to the battens and 2 strips are positioned at right angles to the battens, the strips being in a tight condition. of the case does not normally exceed 150 kg.

d) The gross weight 4. MARKING 4.1 Bales or wooden following information: b) Quantity

cases

shall

be

marked

in indelible

ink with

the

a) Name of the material; in case of cloth or count in case of yarn; c) Gross weight; d) Net weight; e) Manufacturer's f) Any other .force. 4.2 All markings permissible. name, initials or trade-mark; and
or by the law

information shall be

required stencilled;

by the buyer writing with

in not

hand

being

4.3 The letters and figures shall be not less than 4 cm in height.
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STANDARDS

WOOL AND MILL-MADE

WOOL PRODUCTS

IS : 11-1963 673-1963 674-1963 675-1963
676-1963 677-1963

678-1963 679-1963 680-1963
741-1971

Grading of wool for export ( revised ) Cloth, woollen, twill, dyed (r.vvlsed) Flannel, hospital, grey ( revked) Cloth, bunting, wrrrsted (revised) Bunting, worsted (revised) Cloth, drab mixture, woollen ( water resistant ) No. 1 ( revised) Cloth, drab mixture, woollen (water resistant) No. 2 (revised) Great coat cloth, woollen ( revised) Cloth barathea (revised) Code for inland packaging of woollen and worsted yarn and cloth
(first revision )

1530-1972 1531-1972 1681-1972 1719-1969 1721-1970
1793-1972

21561962 23194970
2900_1970 5910-1970

5911-1970 6054-1970 6055-1970

Baize cloth (first revision ) Blanketing cloth (first revision ) Hospital blankets, woollen, dyed (first revision ) Felt, woollen (first revision) Hair belting yarn ( revised) Guide for marking textile materials made of wool (first revision ) Code for packing raw wool eXpOti Serge (first revision ) Grading of raw wool for internal market (first revision ) Fineness grades of wool Fineness grades of wool tops Clearer cloth Flannel, sizing

